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Indian Standard 

SPECIFICATION FOR 
p-ANISIDINE 

0. FOREWORD 

0.1 This Indian Standard was adopted by the Indian Standards Institution 
on 25 May 1970, after the draft finalized by the Dye Intermediates 
Sectional Committee had been approved by the Chemical Division Council. 

0.2 ^-Anisidine is used as an intermediate for the manufacture of dyes. It 
has the following structural formula: 


OCHi 



( Molecular Weight 123*15) 

0.3 This standard is one of a series of Indian Standards on dye intermedi¬ 
ates. A complete list of such standards is given on P 6. 

0.4 For the purpose of deciding whether a particular requirement of this 
standard is complied with, the final value, observed or calculated, expressing 
the result of a test or analysis, shall be rounded off in accordance with 
IS: 2-1960*. The number of significant places retained in the rounded off 
value should be the same as that of the specified value in this standard. 


I. SCOPE 

1.1 This standard prescribes the requirements and the methods of sampling 
and test for jfr-Anisidine. 

•Rules for rounding off numerical values ( revised). 
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2. REQUIREMENTS 

2.1 Description — The material shall be in the form of light reddish 
brown solid. 

2.2 The material shall also comply with the requirements given in Table 1. 


TABLE 1 REQUIREMENTS FOR p-ANISIDINE 
( Clauses 2.2, 4.3.1 and 4.3.2 ) 


Sl 

No. 

Characteristic 

Requirement 

Method op Test 
( Ref to Cl No. in 
Appendix A) 

(1) 

(2) 

(3) 

(4) 

0 

Crystallizing point, B C, Min 

56 

A-3 


Assay, percent by weight, Min 


A-4 

iu) 

Solubility in hydrochloric acid 

To pass test 

A-5 


3. PACKING AND MARKING 

3.1 Packing — Unless otherwise agreed to, the material shall be packed 
in suitable drums. 

3.2 Marking—Each container shall be securely closed and shall bear 
legibly and indelibly the following mformaiion: 

a) Name of the material; 

b) Name of the manufacturer; 

c) Lot or batch number; 

d) Tare, net and gross weight; and 

e) Recognized trade-mark, if any. 

3.2.1 Each container shall, in addition, bear the minimum cautionary 
notice worded as under; 

‘ DANGER ! HAZARDOUS SOLID, AND VAPOUR RAPIDLY 
ABSORBED THROUGH SKIN’. 

3.2.2 Each container may also be marked with the ISI Certification 
Mark. 

Nor* — The use of the ISI Certification Mark is governed by the provisions of the 
Indian Standards Institution (Certification Marks) Act, and the Rules and Regu¬ 
lations made thereunder. Presence of this mark on products covered by an Indian 
Standard conveys the assurance that they have been produced to comply with the 
requirements of that standard, under a well-defined system of inspection, testing and 
quality control during production. This system, which is devisea and supervised by 
ISI and operated by the producer, has the further safeguard that the products as 
actually marketed are continuously checked by ISI for conformity to the standard. 
Details of conditions, under which a licence for the use of the ISI Certification Mark 
may be granted to manufacturers or processors, may be obtained from the Indian 
Standards Institution. 
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4. SAMPLING 

4.1 The method of drawing representative samples of the material shall be 
as prescribed in 3 of IS: 5299-1969’" using the sampling instrument as 
applicable. 

4.2 Number of Tests 

4.2.1 Tests for description and determination of crystallizing point and 
assay shall be conducted on each of the individual samples. 

4.2.2 Tests for the determination of solubility in hydrochloric acid shall 
be conducted on the composite sample. 

4.3 Criteria For Conformity 

4.3.1 For Individual Samples — The lot shall be declared as conforming to 
the requirements of description, crystallizing point and assay, if each of the 
test results satisfy the corresponding requirements given in 2.1 and Table 1. 

4.3.2 For Composite Sample — For declaring the conformity of a lot to the 
requirement of solubility in hydrochloric acid tested on the composite 
sample, the test results for the characteristic shall satisfy the relevant 
requirement given in Tabic 1. 


APPENDIX A 
( Table 1 ) 

METHODS OF TEST FOR p-ANISIDINE 
A-l. QUALITY OF REAGENTS 

A-l.l Unless specified otherwise, pure chemicals and distilled water 
( see IS : 1070-1960f) shall be employed in the tests. 

Note — 1 Pure chemicals ’ shall mean chemicals that do not contain impurities which 
affect the results of analysis. 

A-2. SAMPLE FOR TEST 

A-2.1 Grind to fine powder about 100 g of the test sample and dry over 
phosphorus pentoxide in a desiccator for 24 hours or until constant weight 
is obtained. Use this sample for the determination of crystallizing point 
and assay. 

•Methods of sampling and tests for dye intermediates. 
fSpecification for water, distilled quality ( revised). 
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A-3. DETERMINATION OF CRYSTALLIZING POINT 

A-3.1 Determine the crystallizing point of the sample in accordance with 

the appropriate method given under 7 of IS: 5299-1969*. 

A-4. ASSAY 

A-4.1 Determine the amine content of the sample in accordance with 12 of 
IS: 5299-1969* on the basis of molecular weight 123*15 and one amino 
group per molecule and express this as assay, 

A-5. DETERMINATION OF SOLUBILITY IN HYDROCHLORIC 
ACID 

A-5.1 Carry out the test in accordance with 10 of IS: 5299-1969*. There 
shall not be more than a slight opalescence in the solution. 

♦Methods of sampling and tests for dye intermediates. 


INDIAN STANDARDS 
ON 

Dye Intermediates 


IS: 

2630-1964 

Nitrobenzene, technical 




Rs 

3-00 

2740-1904 

Sulphanilic acid, technical 


. • • 


3-00 

2741-1904 

f^naphthol 


• •• 


3-50 

2744-1904 

®*naphthylamine 


... 


300 

2833-1904 

Aniline, technical 


... 


4-50 

3229-1905 

Naphthionic acid { sodium salt) 


. • * 


2-50 

3242-19G5 

P-oxynaphthoic acid ( Bon acid ) 


.»• 


300 

3502-1965 

jb-nitrotolucne, technical 


•. . 

#p# 

4-50 

4205-1967 

4-4' Diaminostilbcne 2-2' disulphonic acid 


... 

• • « 

4-00 

4334-1967 

0 -chloroaniline 


... 


500 

4335-1967 

m-chloroanilinc 


« * ■ 

* ■ * 

5-00 

4336-1907 

/Mihloroanilinc 


... 


5’50 

4425-1967 

/j-Nitrotoluenc o-sul phonic acid ... 


. a. 


4-00 

4523-1908 

Acetoacetanilide 


• -* 


4-00 

4524-1908 

Acctoacet- O-chloroanilide 


... 


4-00 

4525-1908 

p-Aminoacetanilide ... 


* • • 

... 

4-00 

4526-1908 

2, 5 DichJoroanilinc ... 


... 


500 

4527-1908 

2-Nitro-4-chlorotoluene 


... 

«!• 

5-00 

4528-1968 

4-4 / -Dinitrostilbcne-2-2'-disulphonic acid f disodium 

salt) 

• • • 

5‘00 

5042-1969 

1 - Aminoan thraquinone 

... 

... 


4-00 

5043-1969 

2-Aminoanthraquinone 

... 

... 

Ml 

400 

5044-1909 

Bcnzanthrone 

• •• 

... 


5-00 

5045-1969 

Metanilic acid, technical 



• tl 

4-00 

•5299-1969 

Methods of sampling and tests for dye intermediates 

»• • 

M» 

— 

5438-1969 

Nitrobenzenc-m-sulphonic acid, sodium salt 


... 

1 » ■ 

3*50 

5646-1970 

/j-Anisidinc 


... 


200 

♦5647-1970 

p-Toluidine 

« • i 

• •• 


— 

♦5648-1970 

o-Anisidine 

«•« 

... 


— 

5649-1970 

o-Toluidine 

AO 

*•4 


200 


♦Under print. 
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AMENDMENT NO. 1 OCTOBER 1971 

TO 

IS-.5646-1970 SPECIFICATION FOR p-ANISIDINE 


Corrigendum 

{ Page 4, Table 1, col 3) 

a) Against SI No. (i) — Substitute * 56'5 * for 1 56 
b } Against SI No. (ii) — Substitute ' 98 5 ’ for ‘ 99 


(CDC 46) 


$ •produced by Reprography Unit, IS/. N iw Otlhi 
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